
1000-00283  (does not include talk back)

1000-00296  (includes talk back via CB-75)

1000-00297 (includes talk back via CB-85)

•	 Wall mount speaker system

•	 11 5/8 x 11 5/8 steel enclosure with:
	 •	 CM-900 networked audio amplifier
	 •	 802.3at POE extractor

•	 CB-75 or CB-85 Intercom microphone  
	 (optional)
	 •	� Requires Cat5e cable or better for 

connection (not included)

CB-75 CB-85

IP Wall Mount  
Speaker Kit

IP Wall Mount Speaker Kit
Schools can now install an IP-based intercom and paging system in every room 
without breaking budgets.

Using existing networks and FrontRow Conductor for user-friendly and reliable 
communications and emergency alerts, the IP Speaker and IP Speaker with 
Intercom help keep students and staff on time, informed, and safe.

Many rooms on campuses don’t require voice or media amplification yet they 
still need audio coverage for bells, announcements and emergency alerts.

The IP Wall Mount Speaker Kit is the perfect cost-effective solution for those 
areas. And if the IP Speaker with Intercom is used, it provides two-way 
communication between those rooms and the front office.

•	� Great sound coverage

•	� Horizontal or vertical surface mount

•	� PoE enabled

•	� Easy installation

IP Speaker Kits

Key Features

IP Wall Mount Speaker with Intercom



CB-75/CB-85 Intercom Microphone
Power Supply +12V, 100mA, over UTP Cat 5e from CM-900

Size
Fits standard North American single-gang  

electrical boxes

Inputs/Outputs

Input power jack

(1) PoE power jack

(1) 2-pin power output jack (12V, 1A)

(1) RJ45 network jacks

(1) RJ45 LAN In jack

(1) RJ45 intercom input jack

(1) RJ45 CLAN power port for CB-2000/CB-6000

(2) �3.5mm unbalanced inputs and (1) 3.5mm configurable
     balanced/unbalanced input

(1) 3.5mm audio output jack (unbalanced)

(1) Captive screw loudspeaker terminal left and right

(1) 3.5mm IR control terminal

(2) RS232 serial controls

(1) Relay output

(1) Page override detect

(1) Alarm detect
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CM-900 Newtworked Audio Controller
Network Support 10/100Mb/s (auto sensing)

Serial Baud Rate 2400 to 115200 baud

Amplifier Type Class D

Frequency Response 20Hz to 20kHz

Signal-to-noise
>84 dB @ 20 Hz to 20 kHz at maximum output

(unweighted, with balanced input)

THD 0.1% @ 1kHz, at nominal level (1 watt, 8 ohm load)

Maximum Audio Output Power 2 x 8w (8Ω), 2 x 16w (4Ω)

Power Supply 12VDC at 5A

Size (wxhxd) 13.1 x 4.2 x 7.9cm/5.18 x 1.68 x 3.12in

Weight 0.37kg/0.82lbsl

Specifications      								                           

IP Wall Speaker
Average Sensitivity 92dB-SPL 1W/1M

Loudspeaker Power Rating 12W RMS EIA 426A Standard

Maximum Power Rating 15W @ 8Ω

Calculated Output 103dB SPL, 5W/1M

Magent Type & Weight BeFe Ceramic, 5 oz. Nominal

Frequency Response 65Hz – 17kHz, EIA 426A Standard

Size (wxhxd) 29.9 x 32.5 x 9.7cm/11.81 x 12.81 x 3.81in

Nominal Coverage Angle 100˚ Included Angle, -6dB/2kHz, Half Space

Audio Connection 0.205 Spade Lugs

Speaker Baffle
Weight 0.59kg/1.3lbs

Size (wxhxd) 29.2 x 29.2 x 0.80cm/11.5 x 11.5 x 0.3125in

Finish White powder coat

Speaker Mount Screw

Material Steel

Wall Enclosure
Weight 2.95kg/6.5lbs

Size (wxhxd) 29.5 x 29.5 x 10.2cm/11.625 x 11.625 x 4in

Finish White powder coat

POE Extractor
Network Support 10/100/1000 Mbps

Power Output 12VDC @ 1.75A

POE Standard IEEE 802.3at

POE Protection OCP, OTP, OVP, SCP

Power 21W per port

Inputs/Outputs

(1) RJ45 input jack

*Requires Cat5 cable or better for connection (not included)


