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Horn Speaker 70V

Learn more at boxlight.com

Dimensions (Dia x Height) 19.37 x 23.34 cm / 7.625 x 9.1875 in

Mounting Base 7.94 cm / 3.125 in (DIA), adjustable dual axis

Weight 2.27 kg / 5 lbs

Loudspeaker Compression, double re-entrant horn

Transformer 25/70V 16W-5 Tap, Rotary Select (16W, 8W, 4W, 2W, 1W)

Finish Tan enamel finish

Average Sensitivity 110dB SPL, 1W/1M

Loudspeaker Power Rating 16W RMS, EIA 426A Standard

Calculated Output 121 dB SPL, 16W/ 1M

Frequency Response 450Hz - 15kHz EIA, 426A Standard

Nominal Coverage Angle 110° Included Angle, -6dB/2kHz, Half Space

Audio Connection Screw Terminals

Intended Use Indoor or outdoor environment

Program Material Signal tones, voice and music

Installation Horizontal or vertical alignment

Specifications                                               (6400-00133)  QH16T

Horn Speaker 70V 
The Horn Speaker 70V, (QH16T) is a compression type, double re-entrant horn loudspeaker 
with an integrated 16W, 25/70V rotary select transformer and an adjustable mounting base. 
Tan enamel finish.


