
FrontRow Part # 1000-00274

Key Features

Strobe Light

SIP, Relay, and IP Controlled  
Strobe Light
Add this powerful IP strobe light to any Conductor system to enhance audio 
announcements and alerts with a flashing visual beacon. When connected to 
an Admin Station in the office, the strobe can flash whenever a call or alert is 
received to ensure everyone sees it.

Install the strobe in hallways or large rooms to provide additional notification 
that an important announcement is playing, keeping students and staff safe 
and informed. FrontRow Conductor is a flexible and scalable audio-over-IP 
communication system for schools, providing paging, intercom, bells, and alerts. 
Conductor supports simultaneous audio and control actions, so you can trigger 
announcements, lighting, door locks, digital signage, and more with a single 
button press.

Connect the Strobe to a PoE power source and trigger it using any dry 
contact closure like the CM800 or CM900, or IP commands that can be sent 
from Conductor server or any FrontRow network connected device.

	 •	� Provides visual alerting along with  
Conductor audio announcements.

	 •	� asy to install and trigger from FrontRow 
devices.

	 •	� Customizable (via web interface) patterns, 
colors, and lighting intensity for flexible  
application usage, from gentle call notification 
to aggressive flashing for alerts.

	 •	� Helps schools meet OSHA or  
ADA compliance.

FR-ADMIN station



	  * CM800 can also be powered over Cat5e from the CLAN port on the FrontRow CM900.
** �Strobe requires power supplied from a PoE Switch port or 3rd party PoE injector, not included or sold by FrontRow.

2-wire

** Network Switch
** 802.3af PoE Power Source

*Power

Suitable for OSHA and ADA compliance when properly located and configured.  

NOT intended for fire alarm signaling applications.

CM800 shown
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 Strobe Light

Trigger options

•  �Detect normally open or normally closed dry contacts. Max 6.5k Ohm  
external resistance

•  �IP based commands

•  �Ringing from FXS port or phone line

Optical �64 LEDs 370-690 Lumens (color dependent), 102-190 Candela (color dependent).

Flash Patterns
20 Configurable from 180 combinations of LED flash pattern, intensity,  
and color(s)

Mounting
Plastic mounting bracket included fitting single and double gang electrical 
boxes or low voltage brackets

Environmental
-40 to +123 deg F (-40 to +50 deg C) Outdoor/wet environments require 
installation using supplied gaskets on smooth surfaces or electrical box.  
IP66 rated if properly installed.

Power Input PoE IEEE 802.3af Idle nominal 2.0W maximum 12.95W

Regulatory Compliance
�IEEE 802.3-2018, RoHS, CE, FCC Class A, CISPR 32 Class A, CISPR 24,  
CSA/UL (USA & Canada) & IEC 62368-1

Includes Plastic mounting bracket

Specifications                                                                                                                      

Wiring                                                                                                                      


